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HOSER™ Hose Washing Tool 
Operator’s Manual 

 

The Hoser is designed to quickly clean 1‐1/2” or 2” vacuum hoses with vinyl cuffs or Flash Cuffs.  

The Hoser can be used with truck mounted or portable extractors with solution pressure up to 1000psi 

and can safely handle the high temperatures produced by truck mounted extractors to get the dirtiest 

vacuum hoses clean. 

 

OPERATION: 
 

1. Connect the solution hose from your truckmount or portable extractor to the male quick connect on 

the Hoser. It is recommended that the solution hose be equipped with a ball valve so the operator 

can easily adjust the flow or turn the water flow on and off as needed during use.  

2. Connect a vacuum hose from your truckmount or portable extractor to the 2” barb on the Hoser. 

3. Insert the end of the vacuum hose to be cleaned into the end of the Hose closest to the solution 

quick connect. If desired, the vacuum hose to be cleaned can be pre‐treated with a sanitizer, a 

degreaser or other pre‐spray prior to insertion into the Hoser. 

4. Turn on the truckmount or portable extractor, adjust the solution pressure (1000psi maximum) and 

chemical feed as needed. With the vacuum on, turn the solution on to start the spray inside the 

Hoser, while holding the Hoser in one hand, slowly pull the vacuum hose through the Hoser to clean 

the hose.   
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When the cleaning has been completed, turn off the solution flow first and leave the vacuum on for 

a short time to remove excess water from the Hoser before disconnecting hoses.   

5. Shake excess water out from inside of Hoser. Snap an open female quick connect onto the male 

quick connect of the Hoser to drain remaining water from the spray bar assembly. Wipe Hoser 

surface to clean and dry and then store Hoser until next use. 

 

MAINTENANCE: 
 

The Hoser requires very little maintenance, however there are a few things you can do to maintain 

efficient operation and extend the life of your Hoser. 

 

  

 Periodically clean strainer screen (NA0803) located in the Strainer Body and strainer adapter 

between the Male quick connect and spray bar. Replace strainer screen if torn. 

 

 

 

 

 

 

 

 

 

 

 To prevent hard water or chemical deposits from plugging the small spray openings on the jet spray 

bar assembly, periodically run a mild acid or non‐acid descaling solution through the Hoser and 

then flush with clean water to remove deposits from the jet spray bar. Snap an open female quick 

connect onto the male quick connect of the Hoser to drain remaining 

water from the spray bar assembly. 

 

 Examine brush rings and replace if bristles are missing or excessively bent.  

(When re‐assembling Hoser shell, be careful not to over‐tighten screws.) 
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1 HOSER SHELL – LEFT SIDE 
(QTY 1) 

NM5990 HOSER SPRAY BAR ASSEMBLY 
(QTY 1) (Includes parts A-F & Strainer) 

NM5994

NS HOSER SHELL – RIGHT SIDE 
(QTY 1) 

NM5991 A COPPER SPRAY BAR NM5995

2 HOSER BRUSH RING  
(QTY 3) 

NM5993 B COMRESSION FITTING  
1/4” X 1/8” MALE NPT 

NA044

3 HOSER WIPER RING (QTY 2) NM5992 C BUSHING 1/8” F X 1/4” M 100002

4 O-RING 3/4” ID X 1” OD (QTY 1) NM5996 D STRAINER ADAPTER NA0804

NS SCREW #12 X 3/4” PHP SS  
Wood Screw (QTY 11) 

NM5970C NS STRAINER NA0803

   E STRAINER BODY NA0802

   F QUICK CONNECT 1/4” MALE AH102B
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LIMITED WARRANTY: 
Your Hoser is designed to give you years of reliable service. If a problem should arise contact your 
distributor or Hydro-Force Manufacturing for assistance. 
 
Hydro-Force warrants the Hoser to be free from defects in material or workmanship for one year 
excluding normal wear and tear items such as, but not limited to, the brush rings, quick connect, 
strainer screen and o-ring. 
 
During the warranty period, Hydro Force will, at its option repair or replace components which 
prove to be defective. This warranty does not provide for replacement of complete units due to 
defective components. Any costs for transportation or related service labor are not covered in this 
warranty. Replacement parts are warranted only for the remainder of the original warranty period. 
 
This warranty shall not apply to defects resulting from improper operation, lack of maintenance, 
unauthorized modification, chemical incompatibility, misuse, abuse or exposure to freezing 
temperature conditions.  
 
To obtain warranty service for the Hoser, contact your distributor or Hydro-Force Manufacturing. 
If the Hoser must be returned to Hydro-Force Manufacturing or an authorized service center, the 
purchaser shall prepay shipping charges for products returned for warranty service. No returned 
items will be accepted by Hydro-Force Manufacturing without prior authorization. All returns must 
have a return authorization number, issued by Hydro-Force Manufacturing, clearly marked on the 
exterior of the package. 
 
Hydro-Force Manufacturing makes no other warranty either expressed or implied with respect to 
this product. 
 
The remedies provided herein are the purchaser’s sole and exclusive remedies. In no event shall 
Hydro-Force Manufacturing be liable for any direct, indirect, special, incidental or consequential 
damages. 
 
This warranty gives you specific legal rights. You may also have other rights which vary from 
jurisdiction to jurisdiction. 
 

This manual is written specifically for the Hoser manufactured by: 
 
Hydro-Force Manufacturing 
4282 South 590 West 
Salt Lake City, UT 84123 
801-268-2673 
801-268-3856 FAX 
 
Information in this manual is subject to change without notice and does not represent 
a commitment on the part of Hydro-Force, its parent or affiliated companies. 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


