
Flexible Dual Triggers

Left or right hand operation
with safety lock-out to
prevent accidental startup.

Heavy Duty Switch

Set in die cast aluminum 
switch box that won’t
chip or rust.

Steel Clamp Lever

Adjusts handle position.

Cast Aluminum Body

Reinforced for added 
strength and rigidity.

8” Operating Wheels

Reduces pull motion.

Cantilever (1500 RPM Only)

Adjustable center of 
gravity.

Chrome Plated Apron

Heavy gauge steel with  
Front handle for lifting 
and transporting.

Non-Marring Bumpers

Prevents damage to walls
and furniture.

MBS-1000EF

MBS-2000EF

Oversize  
Handle Grips

For operator’s 
comfort.

50 Ft Power Cord

3-Wire grounded with 
safety yellow water 

resistant jacket.

Our MBS burnishers are designed for top professional results to achieve the high
gloss “wet look” on hard surface floors. Easier and faster to use, they operate in
a straight line rather than side-to-side. Productivity is increased and fatigue is
reduced.specifications

Motor:
11/2 HP 120V, Permanent
Magnet; DC Rectified for AC
Transmission Drive: V-Belt
Pad Diameter: 20”
Transport Wheels: 4”
Operating Wheels: 8”

MBS-1000E (371874)
Current: 14 AMPS
Pad Speed: 1000 RPM
Pad Drive: Structural Foam

MBS-1000EF (313017)
Current: 10.7 AMPS
Pad Speed: 1000 RPM
Pad Drive: Flex Drive Assembly

MBS-1500E (388858)
Current: 15 AMPS
Pad Drive: Structural Foam
Pad Speed: 1500 RPM

MBS-1500EF (312991)
Current: 10.5 AMPS
Pad Drive: Flex Drive Assembly
Pad Speed: 1500 RPM

MBS-1500EFC (419664)
Current: 12.25 AMPS
Pad Drive: Flex Drive Assembly
Pad Speed: 1500 RPM

MBS-2000EF (312916)
Current: 12 AMPS
Pad Drive: Structural Foam
Pad Speed: 2000 RPM

1000 RPM Burnisher 

The right choice for daily floor maintenance
when spray-buffing and polishing floors, elimi-
nating the need for frequent stripping and
refinishing.

1500 RPM Burnisher

This is our most popular model for burnishing
floors to a smooth, high gloss finish. The
Cantilever pad pressure system allows weight
to be evenly maintained for a consistent luster
across the floor surface. Pad pressure is
adjustable to accommodate the various pad
thicknesses. 

2000 RPM Burnisher

For a lasting high gloss “wet-look”, choose the
2000 RPM burnisher. Floor finish is locked in
for a hard wear-resistant shine. This burnisher
is equipped with a pad pressure indicator light,
and an adjustable front caster to control AMP
draw and pad pressure. Built-in circuit breaker
protects against overload.

1000 / 1500 / 2000 RPM

MBS-1500EFC

®
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