
Vermiculite
Removal System

ADDER DESCRIPTION
970501 4 ml Plastic Bag Inserts for 55 Gal Drum (Sold Individually)

1877592 Internal Spraydown System with Garden Hose Connection

•	 WS2320-HD Portable Vacuum: 240 Volt, Single Phase, 60Hz,   
        24 Amps, 11” Hg / 150 H2O”, 300 CFM
 - 28 ft2 MicroClean Filter with Manual Shaker System
 - Compression Cast Composite Housing
 - Counterbalanced base with 3” Heavy Duty Double Casters
•	 HEC-XLT Pre-Separator: 12” HEC, 55 Gallon Drum with lifting 
        and tipping mechanism, plastic bag disposal
•	 Vermiculite Drum Level Measurer (#12278003)

					•							40 ft2 HEPA Filter w/ Minihelic:	For	99.997%	efficiency	(#35192)
					•							3” x 42” Aluminum Wand w/ Handle :  For easy material handling  
 and removal (#7015)

•	 Also	includes:	
 150” x 3” Hose (#701450) 
        (2) 3” OD Hose to Hose Connectors (90310Z6)
 (1) 2.75” Button-lock x 3” OD Male Inlet Connector (#7018-BL)  
        (10) 55 Gallon heavy duty plastic bags (#970501)

Vermiculite Removal System Specifications

 Base Price: #VERMHEPAXLT - Attic Vac Vermiculite Removal System - Call for Pricing
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Attic VacVermiculite System
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7015 Wand
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Vermiculite
Removal System
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Vermiculite Removal System (cont’d)

Optional Bulk Collector for Insulation Separation

 Base Price:  #9958 - Optional 55 Gallon Bulk Collector - $1,870.00

Insulation Bulk

Collector
•	 For	the	complete	removal	of	blown-in	insulation,	add	the	
        Bulk Separator to your Attic Vac vermiculite removal system 
								in-line	between	the	HEC-XLT	and	WS2320	unit
•	 55	Gallon	Bulk	Pre-Separator	Drum
•	 10	Gauge	steel	construction

ADDER DESCRIPTION
9764 Paper Filter Bag Inserts for 55 Gal Drum


